Driller’sMud Systems, LLC.

P. O. Box 61340, L afayette, L ouisiana 70596

Tel: (337) 288-4809 fax: (337) 988-3411

email: WileyTBrice@aol.com

emalil: coatit1309@aol.com

web site: http://www.drillersmudsystemslic.com

DrillersMud Systems, LL C. offers a variety of
trailer mounted and skid mounted systems.

From mud mixing/ recycling systems like our 75 SM G40
shown here to simple skid mounted recycling systems,

Drillers Mud Systems, L L C. can fill your mud
handling needs.



Technical Data Summary

75 SM G40

Gross Weight 12,000 Ibs.

Dimensions 2533LX12HX8W
Capacity 2,500 Gallon Tank Capacity
MUD PUMP

Model

Output Optional

Horse Power

ENGINE

Model .

Horse Power Optional

MUD CLEANING

Shaker System 3 Panel Linear Shale Shaker

Pand Size 42" x 29"

Shaker Motor (2) 1 Y2 HP TEFC (Class | Div. | Explosion Proof Linear Motors Optional)
Charging Pump (1) 3" x 4" Centrifugal w/ 15 HP @ 1750 RPM Class | Div. | Explosion Proof Motor
Transfer Pump (1) 3" x 4" Centrifugal w/ 10 HP @ 1750 RPM Class | Div. | Explosion Proof Motor

Super Hdrocyclone Feed Pump
Mud Cleaner

MUD MIXING SYSTEM

(1) 4" x 5" 1200GPM w/ 25 HP @ 1750 RPM Class | Div. | Explosion Proof Motor
(1) 10" Krebs Super Hydrocyclones give a 25 Micron Cut

Mud Mixing 4" Bentonite Mixer w/ High Volume Hopper
Mud Agitation 6 sub-surface mud mixing guns
ELECTRIC

Generator Optional

ACCESSORIES

Stabilization N/A

Storage

COMPLETED UNIT
Factory Complete

Unit sand blasted, primed with an industrial grade primer and painted
with a Carboline Paint of the customer's choice.

Driller’sMud Systems, LLC.

P. O. Box 61340, L afayette, L ouisiana 70596
fax: (337) 988-3411

Wiley T. Brice - Tdl: (337) 288-4809 or Tony Clark - Tel: (337) 349-2925
email: WileyTBrice@aol.com email: coatit1309@aol.com



